
Te Mauri Paihere ki Mangakootukutuku, 1-5 Collins Road

The homes are being developed in a unique  
partnership between:
• Kiingi Tuheitia Pootatau Te Wherowhero VII

• Waikato-Tainui

• Ara Poutama Aotearoa – Department of Corrections

• Kāinga Ora – Homes and Communities 

What’s proposed
• 47 new one and two-storey state homes:

 – 9 one-bedroom 

 – 32 two-bedroom 

 – 6 four-bedroom 

• A community hub for residents and the wider community

• Modern, warm and dry homes which are low maintenance,   
  insulated, and double glazed, with carpets and curtains

The name Te Mauri Paihere 

ki Mangakootukutuku 

(weaving life principles) 

has been gifted by Kiingi 

Tuheitia. The vision is to 

strengthen the paihere, 

or connections, that will 

support whaanau and 

the wider community 

to flourish, linking 

residents with services 

that will operate out 

of the community hub. 

Kiingitanga values will be 

evident throughout the 

development.
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www.kaingaora.govt.nz/temauripaiherekimangakootukutuku

Next steps

Sharing of and feedback on proposal 7 April - 5 May 2021 

Consideration of feedback May 2021

Submitting resource consent Mid-2021

Construction start Late 2021

Completion of homes and community hub 2023

Overview and site plan

D E PA RT M E N T O F  C O R R E CT I O N STe Tari o Te Kiingitanga 
The Office of the Kiingitanga

Amohia ake te oranga o te iwi, kia puta ki te wheiao
The wellbeing of the people is paramount



Internal park with homes surrounding The two-bedroom terraced homes The homes will have outdoor space, and some will also have balconies 

View from park to two-bedroom terrace homes Two-bedroom terrace homes

One-bedroom homes Four-bedroom homes
Materials planned to be used for the buildings

Shared internal street for vehicles and people on foot and bikes

3 one-storey kaumaatua homes 

WALL  | BRICK 

CLAY BRICK ON CAVITY. SIZE 230x70x76. EARTH 
TONE BRICK COLOUR, TEXTURE AND GROUT TBC. 
COLOUR SELECTION TO BE BLENDED IN LAY. 
SOURCED FROM CANTERBURY CLAY BRICKS.

WB1 WB2

WEATHERBOARD 

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH KORA WOOD OIL FINISH. BLACK 
OXIDE TINT. PROFILE TBC. SOURCED FROM JSC 
TIMBER.

WW1

WEATHERBOARD 

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH PAINT FINISH (RED OCHRE TBC). 
PROFILE TO MATCH WW1. SOURCED FROM JSC 
TIMBER.

WW2

WEATHERBOARD

EVERGREEN VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH KORA WOOD OIL FINISH. COLOUR 
TBC. PROFILE TBC. SOURCED FROM JSC TIMBER.

WW3

DOORS AND WINDOWS 

SOLID CORE ENTRY DOOR WITH TIMBER FACING 
TO MATCH  WW3 TO EXTERNAL FACE AND PAINT 
FINISH TO INTERIOR FACE. GLAZED VISION PANELS  
INSET TBC.

D02

DOORS AND WINDOWS 

DOUBLE GLAZING WITH POWDERCOATED 
ALUMINIUM JOINERY, FINISH COLOUR TBC.

D03

DOORS AND WINDOWS 

ALUMINIUM FRAMED POWDERCOATED DOOR WITH 
GLAZED PANELS INSET FINISH IN BLACK

D04

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL PROFILE ROOFING. 
COLOUR: COLORSTEEL GULL GREY (TBC)

R01

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL BOX GUTTER. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR (R01)

R02

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL CAP FLASHING. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR (R01)

R03

SOFFITS AND CEILINGS 

EVERGREEN SARKING ON CEILING BATTEN WITH 
KORA WOOD OIL FINISH. COLOUR TBC. SOURCED 
FROM JSC TIMBER.

C01

STRUCTURAL STEEL & BALUSTRADE

PAINTED STEEL POST. COLOUR TO MATCH R01

ST1

STRUCTURAL STEEL & BALUSTRADE 

POWDERCOATED METAL BALUSTRADE. SIZE AND 
COLOUR TBC

ST2

STRUCTURAL STEEL AND BALUSTRADE 

POWDERCOATED METAL HANDRAIL. SIZE AND 
COLOUR TBC

ST3

FLOORING AND DECKING

PINE TIMBER DECKING, 150x40 mm THICK H3.2 
TREATED 

F01

WALL  | BRICK 

CLAY BRICK ON CAVITY. SIZE 230x70x76. 
TERRACOTTA TONE BRICK COLOUR, TEXTURE AND 
GROUT TBC. COLOUR SELECTION TO BE BLENDED 
IN LAY. SOURCED FROM CANTERBURY CLAY 
BRICKS.

DOORS AND WINDOWS 

SOLID CORE ENTRY DOOR WITH TIMBER FACING 
TO MATCH  WW2 TO EXTERNAL FACE AND PAINT 
FINISH TO INTERIOR FACE. 

D01

SOFFITS AND CEILINGS 

FIBER CEMENT SHEET ON CEIILNG BATTEN, PAINT 
FINISHED TO MATCH R01

C02

FLOORING AND DECKING

CONCRETE RAMP- REF PLANS FOR FALLS 

F02

FLOORING AND DECKING

CONCRETE PAVING - REF LANDSCAPE FOR FINISH 

F03

REF LANDSCAPE FOR FINISH 

MATERIALS LEGEND

BRICK

WALLS

CLAY BRICK ON CAVITY. SIZE 230x70x76. EARTH TONE 
BRICK COLOUR, TEXTURE AND GROUT TBC. COLOUR 
SELECTION TO BE BLENDED IN LAY. SOURCED FROM 
CANTERBURY CLAY BRICKS.

POWDERCOATED METAL PROFILE ROOFING. COLOUR: 
COLORSTEEL GULL GREY (TBC)

POWDERCOATED METAL BOX GUTTER. FINISH COLOUR 
TO MATCH WITH ROOF COLOUR

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH KORA WOOD OIL FINISH. DARK COLOUR 
TBC. PROFILE TBC. FROM JSC TIMBER.

WB1

WB2

WEATHERBOARD

WW1

DOORS AND WINDOWS

D01
SOLID CORE ENTRY DOOR WITH TIMBER FACING TO 
MATCH  WW2 TO EXTERNAL FACE AND PAINT FINISH TO 
INTERIOR FACE. 

DOUBLE GLAZING WITH POWDERCOATED ALUMINIUM 
JOINERY, FINISH COLOUR TBC.

D02

D03

ALUMINIUM FRAMED POWDERCOATED DOOR WITH 
GLAZED PANELS INSET FINISH IN BLACKD04

ROOFING & RAINWATER COLLECTION

R01

R02

WW2

WW3

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH PAINT FINISH (RED OCHRE TBC). PROFILE 
TO MATCH WW1. FROM JSC TIMBER.

EVERGREEN VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH KORA WOOD OIL FINISH. COLOUR TBC. 
PROFILE TBC. FROM JSC TIMBER.

SOLID CORE ENTRY DOOR WITH TIMBER FACING TO 
MATCH  WW3 TO EXTERNAL FACE AND PAINT FINISH TO 
INTERIOR FACE. GLAZED VISION PANELS  INSET TBC.

CLAY BRICK ON CAVITY. SIZE 230x70x76. TERRACOTTA 
TONE BRICK COLOUR, TEXTURE AND GROUT TBC. 
COLOUR SELECTION TO BE BLENDED IN LAY. SOURCED 
FROM CANTERBURY CLAY BRICKS.

POWDERCOATED METAL CAP FLASHING. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR

R03

PAINTED STEEL POST. COLOUR TO MATCH R01

POWDERCOATED METAL BAULSTRADE. SIZE AND 
COLOUR TBC

STRUCTURAL STEEL & BALUSTRADE

ST1

ST2

POWDERCOATED METAL HANDRAIL. SIZE AND COLOUR 
TBC

ST3

PINE TIMBER DECKING. 150x40mm THICK H3.2 TREATED

CONCRETE RAMP - REF PLANS FOR FALLS

FLOORING AND DECKING

F01

F02

CONCRETE PAVING - REF LANDSCAPE FOR FINISHF03

EVERGREEN SARKING ON CEILING BATTEN WITH JSC 
TIMBER SCUMBLE WOOD OIL FINISH. COLOUR TBC

FIBER CEMENT SHEET, PAINT FINISHED TO MATCH R01

SOFFITS AND CEILINGS

C01

C02

METAL PLATE ROOF OVER HANG. PAINT FINISH COLOUR 
BLACK (TBC).

R04
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WALL  | BRICK 

CLAY BRICK ON CAVITY. SIZE 230x70x76. EARTH 
TONE BRICK COLOUR, TEXTURE AND GROUT TBC. 
COLOUR SELECTION TO BE BLENDED IN LAY. 
SOURCED FROM CANTERBURY CLAY BRICKS.

WB1 WB2

WEATHERBOARD 

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH KORA WOOD OIL FINISH. BLACK 
OXIDE TINT. PROFILE TBC. SOURCED FROM JSC 
TIMBER.

WW1

WEATHERBOARD 

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH PAINT FINISH (RED OCHRE TBC). 
PROFILE TO MATCH WW1. SOURCED FROM JSC 
TIMBER.

WW2

WEATHERBOARD

EVERGREEN VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH KORA WOOD OIL FINISH. COLOUR 
TBC. PROFILE TBC. SOURCED FROM JSC TIMBER.

WW3

DOORS AND WINDOWS 

SOLID CORE ENTRY DOOR WITH TIMBER FACING 
TO MATCH  WW3 TO EXTERNAL FACE AND PAINT 
FINISH TO INTERIOR FACE. GLAZED VISION PANELS  
INSET TBC.

D02

DOORS AND WINDOWS 

DOUBLE GLAZING WITH POWDERCOATED 
ALUMINIUM JOINERY, FINISH COLOUR TBC.

D03

DOORS AND WINDOWS 

ALUMINIUM FRAMED POWDERCOATED DOOR WITH 
GLAZED PANELS INSET FINISH IN BLACK

D04

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL PROFILE ROOFING. 
COLOUR: COLORSTEEL GULL GREY (TBC)

R01

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL BOX GUTTER. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR (R01)

R02

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL CAP FLASHING. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR (R01)

R03

SOFFITS AND CEILINGS 

EVERGREEN SARKING ON CEILING BATTEN WITH 
KORA WOOD OIL FINISH. COLOUR TBC. SOURCED 
FROM JSC TIMBER.

C01

STRUCTURAL STEEL & BALUSTRADE

PAINTED STEEL POST. COLOUR TO MATCH R01

ST1

STRUCTURAL STEEL & BALUSTRADE 

POWDERCOATED METAL BALUSTRADE. SIZE AND 
COLOUR TBC

ST2

STRUCTURAL STEEL AND BALUSTRADE 

POWDERCOATED METAL HANDRAIL. SIZE AND 
COLOUR TBC

ST3

FLOORING AND DECKING

PINE TIMBER DECKING, 150x40 mm THICK H3.2 
TREATED 

F01

WALL  | BRICK 

CLAY BRICK ON CAVITY. SIZE 230x70x76. 
TERRACOTTA TONE BRICK COLOUR, TEXTURE AND 
GROUT TBC. COLOUR SELECTION TO BE BLENDED 
IN LAY. SOURCED FROM CANTERBURY CLAY 
BRICKS.

DOORS AND WINDOWS 

SOLID CORE ENTRY DOOR WITH TIMBER FACING 
TO MATCH  WW2 TO EXTERNAL FACE AND PAINT 
FINISH TO INTERIOR FACE. 

D01

SOFFITS AND CEILINGS 

FIBER CEMENT SHEET ON CEIILNG BATTEN, PAINT 
FINISHED TO MATCH R01

C02

FLOORING AND DECKING

CONCRETE RAMP- REF PLANS FOR FALLS 

F02

FLOORING AND DECKING

CONCRETE PAVING - REF LANDSCAPE FOR FINISH 

F03

REF LANDSCAPE FOR FINISH 

MATERIALS LEGEND

BRICK

WALLS

CLAY BRICK ON CAVITY. SIZE 230x70x76. EARTH TONE 
BRICK COLOUR, TEXTURE AND GROUT TBC. COLOUR 
SELECTION TO BE BLENDED IN LAY. SOURCED FROM 
CANTERBURY CLAY BRICKS.

POWDERCOATED METAL PROFILE ROOFING. COLOUR: 
COLORSTEEL GULL GREY (TBC)

POWDERCOATED METAL BOX GUTTER. FINISH COLOUR 
TO MATCH WITH ROOF COLOUR

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH KORA WOOD OIL FINISH. DARK COLOUR 
TBC. PROFILE TBC. FROM JSC TIMBER.

WB1

WB2

WEATHERBOARD

WW1

DOORS AND WINDOWS

D01
SOLID CORE ENTRY DOOR WITH TIMBER FACING TO 
MATCH  WW2 TO EXTERNAL FACE AND PAINT FINISH TO 
INTERIOR FACE. 

DOUBLE GLAZING WITH POWDERCOATED ALUMINIUM 
JOINERY, FINISH COLOUR TBC.

D02

D03

ALUMINIUM FRAMED POWDERCOATED DOOR WITH 
GLAZED PANELS INSET FINISH IN BLACKD04

ROOFING & RAINWATER COLLECTION

R01

R02

WW2

WW3

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH PAINT FINISH (RED OCHRE TBC). PROFILE 
TO MATCH WW1. FROM JSC TIMBER.

EVERGREEN VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH KORA WOOD OIL FINISH. COLOUR TBC. 
PROFILE TBC. FROM JSC TIMBER.

SOLID CORE ENTRY DOOR WITH TIMBER FACING TO 
MATCH  WW3 TO EXTERNAL FACE AND PAINT FINISH TO 
INTERIOR FACE. GLAZED VISION PANELS  INSET TBC.

CLAY BRICK ON CAVITY. SIZE 230x70x76. TERRACOTTA 
TONE BRICK COLOUR, TEXTURE AND GROUT TBC. 
COLOUR SELECTION TO BE BLENDED IN LAY. SOURCED 
FROM CANTERBURY CLAY BRICKS.

POWDERCOATED METAL CAP FLASHING. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR

R03

PAINTED STEEL POST. COLOUR TO MATCH R01

POWDERCOATED METAL BAULSTRADE. SIZE AND 
COLOUR TBC

STRUCTURAL STEEL & BALUSTRADE

ST1

ST2

POWDERCOATED METAL HANDRAIL. SIZE AND COLOUR 
TBC

ST3

PINE TIMBER DECKING. 150x40mm THICK H3.2 TREATED

CONCRETE RAMP - REF PLANS FOR FALLS

FLOORING AND DECKING

F01

F02

CONCRETE PAVING - REF LANDSCAPE FOR FINISHF03

EVERGREEN SARKING ON CEILING BATTEN WITH JSC 
TIMBER SCUMBLE WOOD OIL FINISH. COLOUR TBC

FIBER CEMENT SHEET, PAINT FINISHED TO MATCH R01

SOFFITS AND CEILINGS

C01

C02

METAL PLATE ROOF OVER HANG. PAINT FINISH COLOUR 
BLACK (TBC).

R04
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WALL  | BRICK 

CLAY BRICK ON CAVITY. SIZE 230x70x76. EARTH 
TONE BRICK COLOUR, TEXTURE AND GROUT TBC. 
COLOUR SELECTION TO BE BLENDED IN LAY. 
SOURCED FROM CANTERBURY CLAY BRICKS.

WB1 WB2

WEATHERBOARD 

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH KORA WOOD OIL FINISH. BLACK 
OXIDE TINT. PROFILE TBC. SOURCED FROM JSC 
TIMBER.

WW1

WEATHERBOARD 

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH PAINT FINISH (RED OCHRE TBC). 
PROFILE TO MATCH WW1. SOURCED FROM JSC 
TIMBER.

WW2

WEATHERBOARD

EVERGREEN VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH KORA WOOD OIL FINISH. COLOUR 
TBC. PROFILE TBC. SOURCED FROM JSC TIMBER.

WW3

DOORS AND WINDOWS 

SOLID CORE ENTRY DOOR WITH TIMBER FACING 
TO MATCH  WW3 TO EXTERNAL FACE AND PAINT 
FINISH TO INTERIOR FACE. GLAZED VISION PANELS  
INSET TBC.

D02

DOORS AND WINDOWS 

DOUBLE GLAZING WITH POWDERCOATED 
ALUMINIUM JOINERY, FINISH COLOUR TBC.

D03

DOORS AND WINDOWS 

ALUMINIUM FRAMED POWDERCOATED DOOR WITH 
GLAZED PANELS INSET FINISH IN BLACK

D04

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL PROFILE ROOFING. 
COLOUR: COLORSTEEL GULL GREY (TBC)

R01

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL BOX GUTTER. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR (R01)

R02

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL CAP FLASHING. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR (R01)

R03

SOFFITS AND CEILINGS 

EVERGREEN SARKING ON CEILING BATTEN WITH 
KORA WOOD OIL FINISH. COLOUR TBC. SOURCED 
FROM JSC TIMBER.

C01

STRUCTURAL STEEL & BALUSTRADE

PAINTED STEEL POST. COLOUR TO MATCH R01

ST1

STRUCTURAL STEEL & BALUSTRADE 

POWDERCOATED METAL BALUSTRADE. SIZE AND 
COLOUR TBC

ST2

STRUCTURAL STEEL AND BALUSTRADE 

POWDERCOATED METAL HANDRAIL. SIZE AND 
COLOUR TBC

ST3

FLOORING AND DECKING

PINE TIMBER DECKING, 150x40 mm THICK H3.2 
TREATED 

F01

WALL  | BRICK 

CLAY BRICK ON CAVITY. SIZE 230x70x76. 
TERRACOTTA TONE BRICK COLOUR, TEXTURE AND 
GROUT TBC. COLOUR SELECTION TO BE BLENDED 
IN LAY. SOURCED FROM CANTERBURY CLAY 
BRICKS.

DOORS AND WINDOWS 

SOLID CORE ENTRY DOOR WITH TIMBER FACING 
TO MATCH  WW2 TO EXTERNAL FACE AND PAINT 
FINISH TO INTERIOR FACE. 

D01

SOFFITS AND CEILINGS 

FIBER CEMENT SHEET ON CEIILNG BATTEN, PAINT 
FINISHED TO MATCH R01

C02

FLOORING AND DECKING

CONCRETE RAMP- REF PLANS FOR FALLS 

F02

FLOORING AND DECKING

CONCRETE PAVING - REF LANDSCAPE FOR FINISH 

F03

REF LANDSCAPE FOR FINISH 

MATERIALS LEGEND

BRICK

WALLS

CLAY BRICK ON CAVITY. SIZE 230x70x76. EARTH TONE 
BRICK COLOUR, TEXTURE AND GROUT TBC. COLOUR 
SELECTION TO BE BLENDED IN LAY. SOURCED FROM 
CANTERBURY CLAY BRICKS.

POWDERCOATED METAL PROFILE ROOFING. COLOUR: 
COLORSTEEL GULL GREY (TBC)

POWDERCOATED METAL BOX GUTTER. FINISH COLOUR 
TO MATCH WITH ROOF COLOUR

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH KORA WOOD OIL FINISH. DARK COLOUR 
TBC. PROFILE TBC. FROM JSC TIMBER.

WB1

WB2

WEATHERBOARD

WW1

DOORS AND WINDOWS

D01
SOLID CORE ENTRY DOOR WITH TIMBER FACING TO 
MATCH  WW2 TO EXTERNAL FACE AND PAINT FINISH TO 
INTERIOR FACE. 

DOUBLE GLAZING WITH POWDERCOATED ALUMINIUM 
JOINERY, FINISH COLOUR TBC.

D02

D03

ALUMINIUM FRAMED POWDERCOATED DOOR WITH 
GLAZED PANELS INSET FINISH IN BLACKD04

ROOFING & RAINWATER COLLECTION

R01

R02

WW2

WW3

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH PAINT FINISH (RED OCHRE TBC). PROFILE 
TO MATCH WW1. FROM JSC TIMBER.

EVERGREEN VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH KORA WOOD OIL FINISH. COLOUR TBC. 
PROFILE TBC. FROM JSC TIMBER.

SOLID CORE ENTRY DOOR WITH TIMBER FACING TO 
MATCH  WW3 TO EXTERNAL FACE AND PAINT FINISH TO 
INTERIOR FACE. GLAZED VISION PANELS  INSET TBC.

CLAY BRICK ON CAVITY. SIZE 230x70x76. TERRACOTTA 
TONE BRICK COLOUR, TEXTURE AND GROUT TBC. 
COLOUR SELECTION TO BE BLENDED IN LAY. SOURCED 
FROM CANTERBURY CLAY BRICKS.

POWDERCOATED METAL CAP FLASHING. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR

R03

PAINTED STEEL POST. COLOUR TO MATCH R01

POWDERCOATED METAL BAULSTRADE. SIZE AND 
COLOUR TBC

STRUCTURAL STEEL & BALUSTRADE

ST1

ST2

POWDERCOATED METAL HANDRAIL. SIZE AND COLOUR 
TBC

ST3

PINE TIMBER DECKING. 150x40mm THICK H3.2 TREATED

CONCRETE RAMP - REF PLANS FOR FALLS

FLOORING AND DECKING

F01

F02

CONCRETE PAVING - REF LANDSCAPE FOR FINISHF03

EVERGREEN SARKING ON CEILING BATTEN WITH JSC 
TIMBER SCUMBLE WOOD OIL FINISH. COLOUR TBC

FIBER CEMENT SHEET, PAINT FINISHED TO MATCH R01

SOFFITS AND CEILINGS

C01

C02

METAL PLATE ROOF OVER HANG. PAINT FINISH COLOUR 
BLACK (TBC).

R04
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WALL  | BRICK 

CLAY BRICK ON CAVITY. SIZE 230x70x76. EARTH 
TONE BRICK COLOUR, TEXTURE AND GROUT TBC. 
COLOUR SELECTION TO BE BLENDED IN LAY. 
SOURCED FROM CANTERBURY CLAY BRICKS.

WB1 WB2

WEATHERBOARD 

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH KORA WOOD OIL FINISH. BLACK 
OXIDE TINT. PROFILE TBC. SOURCED FROM JSC 
TIMBER.

WW1

WEATHERBOARD 

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH PAINT FINISH (RED OCHRE TBC). 
PROFILE TO MATCH WW1. SOURCED FROM JSC 
TIMBER.

WW2

WEATHERBOARD

EVERGREEN VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH KORA WOOD OIL FINISH. COLOUR 
TBC. PROFILE TBC. SOURCED FROM JSC TIMBER.

WW3

DOORS AND WINDOWS 

SOLID CORE ENTRY DOOR WITH TIMBER FACING 
TO MATCH  WW3 TO EXTERNAL FACE AND PAINT 
FINISH TO INTERIOR FACE. GLAZED VISION PANELS  
INSET TBC.

D02

DOORS AND WINDOWS 

DOUBLE GLAZING WITH POWDERCOATED 
ALUMINIUM JOINERY, FINISH COLOUR TBC.

D03

DOORS AND WINDOWS 

ALUMINIUM FRAMED POWDERCOATED DOOR WITH 
GLAZED PANELS INSET FINISH IN BLACK

D04

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL PROFILE ROOFING. 
COLOUR: COLORSTEEL GULL GREY (TBC)

R01

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL BOX GUTTER. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR (R01)

R02

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL CAP FLASHING. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR (R01)

R03

SOFFITS AND CEILINGS 

EVERGREEN SARKING ON CEILING BATTEN WITH 
KORA WOOD OIL FINISH. COLOUR TBC. SOURCED 
FROM JSC TIMBER.

C01

STRUCTURAL STEEL & BALUSTRADE

PAINTED STEEL POST. COLOUR TO MATCH R01

ST1

STRUCTURAL STEEL & BALUSTRADE 

POWDERCOATED METAL BALUSTRADE. SIZE AND 
COLOUR TBC

ST2

STRUCTURAL STEEL AND BALUSTRADE 

POWDERCOATED METAL HANDRAIL. SIZE AND 
COLOUR TBC

ST3

FLOORING AND DECKING

PINE TIMBER DECKING, 150x40 mm THICK H3.2 
TREATED 

F01

WALL  | BRICK 

CLAY BRICK ON CAVITY. SIZE 230x70x76. 
TERRACOTTA TONE BRICK COLOUR, TEXTURE AND 
GROUT TBC. COLOUR SELECTION TO BE BLENDED 
IN LAY. SOURCED FROM CANTERBURY CLAY 
BRICKS.

DOORS AND WINDOWS 

SOLID CORE ENTRY DOOR WITH TIMBER FACING 
TO MATCH  WW2 TO EXTERNAL FACE AND PAINT 
FINISH TO INTERIOR FACE. 

D01

SOFFITS AND CEILINGS 

FIBER CEMENT SHEET ON CEIILNG BATTEN, PAINT 
FINISHED TO MATCH R01

C02

FLOORING AND DECKING

CONCRETE RAMP- REF PLANS FOR FALLS 

F02

FLOORING AND DECKING

CONCRETE PAVING - REF LANDSCAPE FOR FINISH 

F03

REF LANDSCAPE FOR FINISH 

MATERIALS LEGEND

BRICK

WALLS

CLAY BRICK ON CAVITY. SIZE 230x70x76. EARTH TONE 
BRICK COLOUR, TEXTURE AND GROUT TBC. COLOUR 
SELECTION TO BE BLENDED IN LAY. SOURCED FROM 
CANTERBURY CLAY BRICKS.

POWDERCOATED METAL PROFILE ROOFING. COLOUR: 
COLORSTEEL GULL GREY (TBC)

POWDERCOATED METAL BOX GUTTER. FINISH COLOUR 
TO MATCH WITH ROOF COLOUR

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH KORA WOOD OIL FINISH. DARK COLOUR 
TBC. PROFILE TBC. FROM JSC TIMBER.

WB1

WB2

WEATHERBOARD

WW1

DOORS AND WINDOWS

D01
SOLID CORE ENTRY DOOR WITH TIMBER FACING TO 
MATCH  WW2 TO EXTERNAL FACE AND PAINT FINISH TO 
INTERIOR FACE. 

DOUBLE GLAZING WITH POWDERCOATED ALUMINIUM 
JOINERY, FINISH COLOUR TBC.

D02

D03

ALUMINIUM FRAMED POWDERCOATED DOOR WITH 
GLAZED PANELS INSET FINISH IN BLACKD04

ROOFING & RAINWATER COLLECTION

R01

R02

WW2

WW3

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH PAINT FINISH (RED OCHRE TBC). PROFILE 
TO MATCH WW1. FROM JSC TIMBER.

EVERGREEN VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH KORA WOOD OIL FINISH. COLOUR TBC. 
PROFILE TBC. FROM JSC TIMBER.

SOLID CORE ENTRY DOOR WITH TIMBER FACING TO 
MATCH  WW3 TO EXTERNAL FACE AND PAINT FINISH TO 
INTERIOR FACE. GLAZED VISION PANELS  INSET TBC.

CLAY BRICK ON CAVITY. SIZE 230x70x76. TERRACOTTA 
TONE BRICK COLOUR, TEXTURE AND GROUT TBC. 
COLOUR SELECTION TO BE BLENDED IN LAY. SOURCED 
FROM CANTERBURY CLAY BRICKS.

POWDERCOATED METAL CAP FLASHING. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR

R03

PAINTED STEEL POST. COLOUR TO MATCH R01

POWDERCOATED METAL BAULSTRADE. SIZE AND 
COLOUR TBC

STRUCTURAL STEEL & BALUSTRADE

ST1

ST2

POWDERCOATED METAL HANDRAIL. SIZE AND COLOUR 
TBC

ST3

PINE TIMBER DECKING. 150x40mm THICK H3.2 TREATED

CONCRETE RAMP - REF PLANS FOR FALLS

FLOORING AND DECKING

F01

F02

CONCRETE PAVING - REF LANDSCAPE FOR FINISHF03

EVERGREEN SARKING ON CEILING BATTEN WITH JSC 
TIMBER SCUMBLE WOOD OIL FINISH. COLOUR TBC

FIBER CEMENT SHEET, PAINT FINISHED TO MATCH R01

SOFFITS AND CEILINGS

C01

C02

METAL PLATE ROOF OVER HANG. PAINT FINISH COLOUR 
BLACK (TBC).

R04
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WALL  | BRICK 

CLAY BRICK ON CAVITY. SIZE 230x70x76. EARTH 
TONE BRICK COLOUR, TEXTURE AND GROUT TBC. 
COLOUR SELECTION TO BE BLENDED IN LAY. 
SOURCED FROM CANTERBURY CLAY BRICKS.

WB1 WB2

WEATHERBOARD 

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH KORA WOOD OIL FINISH. BLACK 
OXIDE TINT. PROFILE TBC. SOURCED FROM JSC 
TIMBER.

WW1

WEATHERBOARD 

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH PAINT FINISH (RED OCHRE TBC). 
PROFILE TO MATCH WW1. SOURCED FROM JSC 
TIMBER.

WW2

WEATHERBOARD

EVERGREEN VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH KORA WOOD OIL FINISH. COLOUR 
TBC. PROFILE TBC. SOURCED FROM JSC TIMBER.

WW3

DOORS AND WINDOWS 

SOLID CORE ENTRY DOOR WITH TIMBER FACING 
TO MATCH  WW3 TO EXTERNAL FACE AND PAINT 
FINISH TO INTERIOR FACE. GLAZED VISION PANELS  
INSET TBC.

D02

DOORS AND WINDOWS 

DOUBLE GLAZING WITH POWDERCOATED 
ALUMINIUM JOINERY, FINISH COLOUR TBC.

D03

DOORS AND WINDOWS 

ALUMINIUM FRAMED POWDERCOATED DOOR WITH 
GLAZED PANELS INSET FINISH IN BLACK

D04

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL PROFILE ROOFING. 
COLOUR: COLORSTEEL GULL GREY (TBC)

R01

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL BOX GUTTER. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR (R01)

R02

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL CAP FLASHING. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR (R01)

R03

SOFFITS AND CEILINGS 

EVERGREEN SARKING ON CEILING BATTEN WITH 
KORA WOOD OIL FINISH. COLOUR TBC. SOURCED 
FROM JSC TIMBER.

C01

STRUCTURAL STEEL & BALUSTRADE

PAINTED STEEL POST. COLOUR TO MATCH R01

ST1

STRUCTURAL STEEL & BALUSTRADE 

POWDERCOATED METAL BALUSTRADE. SIZE AND 
COLOUR TBC

ST2

STRUCTURAL STEEL AND BALUSTRADE 

POWDERCOATED METAL HANDRAIL. SIZE AND 
COLOUR TBC

ST3

FLOORING AND DECKING

PINE TIMBER DECKING, 150x40 mm THICK H3.2 
TREATED 

F01

WALL  | BRICK 

CLAY BRICK ON CAVITY. SIZE 230x70x76. 
TERRACOTTA TONE BRICK COLOUR, TEXTURE AND 
GROUT TBC. COLOUR SELECTION TO BE BLENDED 
IN LAY. SOURCED FROM CANTERBURY CLAY 
BRICKS.

DOORS AND WINDOWS 

SOLID CORE ENTRY DOOR WITH TIMBER FACING 
TO MATCH  WW2 TO EXTERNAL FACE AND PAINT 
FINISH TO INTERIOR FACE. 

D01

SOFFITS AND CEILINGS 

FIBER CEMENT SHEET ON CEIILNG BATTEN, PAINT 
FINISHED TO MATCH R01

C02

FLOORING AND DECKING

CONCRETE RAMP- REF PLANS FOR FALLS 

F02

FLOORING AND DECKING

CONCRETE PAVING - REF LANDSCAPE FOR FINISH 

F03

REF LANDSCAPE FOR FINISH 

MATERIALS LEGEND

BRICK

WALLS

CLAY BRICK ON CAVITY. SIZE 230x70x76. EARTH TONE 
BRICK COLOUR, TEXTURE AND GROUT TBC. COLOUR 
SELECTION TO BE BLENDED IN LAY. SOURCED FROM 
CANTERBURY CLAY BRICKS.

POWDERCOATED METAL PROFILE ROOFING. COLOUR: 
COLORSTEEL GULL GREY (TBC)

POWDERCOATED METAL BOX GUTTER. FINISH COLOUR 
TO MATCH WITH ROOF COLOUR

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH KORA WOOD OIL FINISH. DARK COLOUR 
TBC. PROFILE TBC. FROM JSC TIMBER.

WB1

WB2

WEATHERBOARD

WW1

DOORS AND WINDOWS

D01
SOLID CORE ENTRY DOOR WITH TIMBER FACING TO 
MATCH  WW2 TO EXTERNAL FACE AND PAINT FINISH TO 
INTERIOR FACE. 

DOUBLE GLAZING WITH POWDERCOATED ALUMINIUM 
JOINERY, FINISH COLOUR TBC.

D02

D03

ALUMINIUM FRAMED POWDERCOATED DOOR WITH 
GLAZED PANELS INSET FINISH IN BLACKD04

ROOFING & RAINWATER COLLECTION

R01

R02

WW2

WW3

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH PAINT FINISH (RED OCHRE TBC). PROFILE 
TO MATCH WW1. FROM JSC TIMBER.

EVERGREEN VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH KORA WOOD OIL FINISH. COLOUR TBC. 
PROFILE TBC. FROM JSC TIMBER.

SOLID CORE ENTRY DOOR WITH TIMBER FACING TO 
MATCH  WW3 TO EXTERNAL FACE AND PAINT FINISH TO 
INTERIOR FACE. GLAZED VISION PANELS  INSET TBC.

CLAY BRICK ON CAVITY. SIZE 230x70x76. TERRACOTTA 
TONE BRICK COLOUR, TEXTURE AND GROUT TBC. 
COLOUR SELECTION TO BE BLENDED IN LAY. SOURCED 
FROM CANTERBURY CLAY BRICKS.

POWDERCOATED METAL CAP FLASHING. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR

R03

PAINTED STEEL POST. COLOUR TO MATCH R01

POWDERCOATED METAL BAULSTRADE. SIZE AND 
COLOUR TBC

STRUCTURAL STEEL & BALUSTRADE

ST1

ST2

POWDERCOATED METAL HANDRAIL. SIZE AND COLOUR 
TBC

ST3

PINE TIMBER DECKING. 150x40mm THICK H3.2 TREATED

CONCRETE RAMP - REF PLANS FOR FALLS

FLOORING AND DECKING

F01

F02

CONCRETE PAVING - REF LANDSCAPE FOR FINISHF03

EVERGREEN SARKING ON CEILING BATTEN WITH JSC 
TIMBER SCUMBLE WOOD OIL FINISH. COLOUR TBC

FIBER CEMENT SHEET, PAINT FINISHED TO MATCH R01

SOFFITS AND CEILINGS

C01

C02

METAL PLATE ROOF OVER HANG. PAINT FINISH COLOUR 
BLACK (TBC).

R04
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WALL  | BRICK 

CLAY BRICK ON CAVITY. SIZE 230x70x76. EARTH 
TONE BRICK COLOUR, TEXTURE AND GROUT TBC. 
COLOUR SELECTION TO BE BLENDED IN LAY. 
SOURCED FROM CANTERBURY CLAY BRICKS.

WB1 WB2

WEATHERBOARD 

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH KORA WOOD OIL FINISH. BLACK 
OXIDE TINT. PROFILE TBC. SOURCED FROM JSC 
TIMBER.

WW1

WEATHERBOARD 

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH PAINT FINISH (RED OCHRE TBC). 
PROFILE TO MATCH WW1. SOURCED FROM JSC 
TIMBER.

WW2

WEATHERBOARD

EVERGREEN VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH KORA WOOD OIL FINISH. COLOUR 
TBC. PROFILE TBC. SOURCED FROM JSC TIMBER.

WW3

DOORS AND WINDOWS 

SOLID CORE ENTRY DOOR WITH TIMBER FACING 
TO MATCH  WW3 TO EXTERNAL FACE AND PAINT 
FINISH TO INTERIOR FACE. GLAZED VISION PANELS  
INSET TBC.

D02

DOORS AND WINDOWS 

DOUBLE GLAZING WITH POWDERCOATED 
ALUMINIUM JOINERY, FINISH COLOUR TBC.

D03

DOORS AND WINDOWS 

ALUMINIUM FRAMED POWDERCOATED DOOR WITH 
GLAZED PANELS INSET FINISH IN BLACK

D04

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL PROFILE ROOFING. 
COLOUR: COLORSTEEL GULL GREY (TBC)

R01

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL BOX GUTTER. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR (R01)

R02

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL CAP FLASHING. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR (R01)

R03

SOFFITS AND CEILINGS 

EVERGREEN SARKING ON CEILING BATTEN WITH 
KORA WOOD OIL FINISH. COLOUR TBC. SOURCED 
FROM JSC TIMBER.

C01

STRUCTURAL STEEL & BALUSTRADE

PAINTED STEEL POST. COLOUR TO MATCH R01

ST1

STRUCTURAL STEEL & BALUSTRADE 

POWDERCOATED METAL BALUSTRADE. SIZE AND 
COLOUR TBC

ST2

STRUCTURAL STEEL AND BALUSTRADE 

POWDERCOATED METAL HANDRAIL. SIZE AND 
COLOUR TBC

ST3

FLOORING AND DECKING

PINE TIMBER DECKING, 150x40 mm THICK H3.2 
TREATED 

F01

WALL  | BRICK 

CLAY BRICK ON CAVITY. SIZE 230x70x76. 
TERRACOTTA TONE BRICK COLOUR, TEXTURE AND 
GROUT TBC. COLOUR SELECTION TO BE BLENDED 
IN LAY. SOURCED FROM CANTERBURY CLAY 
BRICKS.

DOORS AND WINDOWS 

SOLID CORE ENTRY DOOR WITH TIMBER FACING 
TO MATCH  WW2 TO EXTERNAL FACE AND PAINT 
FINISH TO INTERIOR FACE. 

D01

SOFFITS AND CEILINGS 

FIBER CEMENT SHEET ON CEIILNG BATTEN, PAINT 
FINISHED TO MATCH R01

C02

FLOORING AND DECKING

CONCRETE RAMP- REF PLANS FOR FALLS 

F02

FLOORING AND DECKING

CONCRETE PAVING - REF LANDSCAPE FOR FINISH 

F03

REF LANDSCAPE FOR FINISH 

MATERIALS LEGEND

BRICK

WALLS

CLAY BRICK ON CAVITY. SIZE 230x70x76. EARTH TONE 
BRICK COLOUR, TEXTURE AND GROUT TBC. COLOUR 
SELECTION TO BE BLENDED IN LAY. SOURCED FROM 
CANTERBURY CLAY BRICKS.

POWDERCOATED METAL PROFILE ROOFING. COLOUR: 
COLORSTEEL GULL GREY (TBC)

POWDERCOATED METAL BOX GUTTER. FINISH COLOUR 
TO MATCH WITH ROOF COLOUR

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH KORA WOOD OIL FINISH. DARK COLOUR 
TBC. PROFILE TBC. FROM JSC TIMBER.

WB1

WB2

WEATHERBOARD

WW1

DOORS AND WINDOWS

D01
SOLID CORE ENTRY DOOR WITH TIMBER FACING TO 
MATCH  WW2 TO EXTERNAL FACE AND PAINT FINISH TO 
INTERIOR FACE. 

DOUBLE GLAZING WITH POWDERCOATED ALUMINIUM 
JOINERY, FINISH COLOUR TBC.

D02

D03

ALUMINIUM FRAMED POWDERCOATED DOOR WITH 
GLAZED PANELS INSET FINISH IN BLACKD04

ROOFING & RAINWATER COLLECTION

R01

R02

WW2

WW3

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH PAINT FINISH (RED OCHRE TBC). PROFILE 
TO MATCH WW1. FROM JSC TIMBER.

EVERGREEN VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH KORA WOOD OIL FINISH. COLOUR TBC. 
PROFILE TBC. FROM JSC TIMBER.

SOLID CORE ENTRY DOOR WITH TIMBER FACING TO 
MATCH  WW3 TO EXTERNAL FACE AND PAINT FINISH TO 
INTERIOR FACE. GLAZED VISION PANELS  INSET TBC.

CLAY BRICK ON CAVITY. SIZE 230x70x76. TERRACOTTA 
TONE BRICK COLOUR, TEXTURE AND GROUT TBC. 
COLOUR SELECTION TO BE BLENDED IN LAY. SOURCED 
FROM CANTERBURY CLAY BRICKS.

POWDERCOATED METAL CAP FLASHING. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR

R03

PAINTED STEEL POST. COLOUR TO MATCH R01

POWDERCOATED METAL BAULSTRADE. SIZE AND 
COLOUR TBC

STRUCTURAL STEEL & BALUSTRADE

ST1

ST2

POWDERCOATED METAL HANDRAIL. SIZE AND COLOUR 
TBC

ST3

PINE TIMBER DECKING. 150x40mm THICK H3.2 TREATED

CONCRETE RAMP - REF PLANS FOR FALLS

FLOORING AND DECKING

F01

F02

CONCRETE PAVING - REF LANDSCAPE FOR FINISHF03

EVERGREEN SARKING ON CEILING BATTEN WITH JSC 
TIMBER SCUMBLE WOOD OIL FINISH. COLOUR TBC

FIBER CEMENT SHEET, PAINT FINISHED TO MATCH R01

SOFFITS AND CEILINGS

C01

C02

METAL PLATE ROOF OVER HANG. PAINT FINISH COLOUR 
BLACK (TBC).

R04
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WALL  | BRICK 

CLAY BRICK ON CAVITY. SIZE 230x70x76. EARTH 
TONE BRICK COLOUR, TEXTURE AND GROUT TBC. 
COLOUR SELECTION TO BE BLENDED IN LAY. 
SOURCED FROM CANTERBURY CLAY BRICKS.

WB1 WB2

WEATHERBOARD 

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH KORA WOOD OIL FINISH. BLACK 
OXIDE TINT. PROFILE TBC. SOURCED FROM JSC 
TIMBER.

WW1

WEATHERBOARD 

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH PAINT FINISH (RED OCHRE TBC). 
PROFILE TO MATCH WW1. SOURCED FROM JSC 
TIMBER.

WW2

WEATHERBOARD

EVERGREEN VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH KORA WOOD OIL FINISH. COLOUR 
TBC. PROFILE TBC. SOURCED FROM JSC TIMBER.

WW3

DOORS AND WINDOWS 

SOLID CORE ENTRY DOOR WITH TIMBER FACING 
TO MATCH  WW3 TO EXTERNAL FACE AND PAINT 
FINISH TO INTERIOR FACE. GLAZED VISION PANELS  
INSET TBC.

D02

DOORS AND WINDOWS 

DOUBLE GLAZING WITH POWDERCOATED 
ALUMINIUM JOINERY, FINISH COLOUR TBC.

D03

DOORS AND WINDOWS 

ALUMINIUM FRAMED POWDERCOATED DOOR WITH 
GLAZED PANELS INSET FINISH IN BLACK

D04

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL PROFILE ROOFING. 
COLOUR: COLORSTEEL GULL GREY (TBC)

R01

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL BOX GUTTER. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR (R01)

R02

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL CAP FLASHING. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR (R01)

R03

SOFFITS AND CEILINGS 

EVERGREEN SARKING ON CEILING BATTEN WITH 
KORA WOOD OIL FINISH. COLOUR TBC. SOURCED 
FROM JSC TIMBER.

C01

STRUCTURAL STEEL & BALUSTRADE

PAINTED STEEL POST. COLOUR TO MATCH R01

ST1

STRUCTURAL STEEL & BALUSTRADE 

POWDERCOATED METAL BALUSTRADE. SIZE AND 
COLOUR TBC

ST2

STRUCTURAL STEEL AND BALUSTRADE 

POWDERCOATED METAL HANDRAIL. SIZE AND 
COLOUR TBC

ST3

FLOORING AND DECKING

PINE TIMBER DECKING, 150x40 mm THICK H3.2 
TREATED 

F01

WALL  | BRICK 

CLAY BRICK ON CAVITY. SIZE 230x70x76. 
TERRACOTTA TONE BRICK COLOUR, TEXTURE AND 
GROUT TBC. COLOUR SELECTION TO BE BLENDED 
IN LAY. SOURCED FROM CANTERBURY CLAY 
BRICKS.

DOORS AND WINDOWS 

SOLID CORE ENTRY DOOR WITH TIMBER FACING 
TO MATCH  WW2 TO EXTERNAL FACE AND PAINT 
FINISH TO INTERIOR FACE. 

D01

SOFFITS AND CEILINGS 

FIBER CEMENT SHEET ON CEIILNG BATTEN, PAINT 
FINISHED TO MATCH R01

C02

FLOORING AND DECKING

CONCRETE RAMP- REF PLANS FOR FALLS 

F02

FLOORING AND DECKING

CONCRETE PAVING - REF LANDSCAPE FOR FINISH 

F03

REF LANDSCAPE FOR FINISH 

MATERIALS LEGEND

BRICK

WALLS

CLAY BRICK ON CAVITY. SIZE 230x70x76. EARTH TONE 
BRICK COLOUR, TEXTURE AND GROUT TBC. COLOUR 
SELECTION TO BE BLENDED IN LAY. SOURCED FROM 
CANTERBURY CLAY BRICKS.

POWDERCOATED METAL PROFILE ROOFING. COLOUR: 
COLORSTEEL GULL GREY (TBC)

POWDERCOATED METAL BOX GUTTER. FINISH COLOUR 
TO MATCH WITH ROOF COLOUR

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH KORA WOOD OIL FINISH. DARK COLOUR 
TBC. PROFILE TBC. FROM JSC TIMBER.

WB1

WB2

WEATHERBOARD

WW1

DOORS AND WINDOWS

D01
SOLID CORE ENTRY DOOR WITH TIMBER FACING TO 
MATCH  WW2 TO EXTERNAL FACE AND PAINT FINISH TO 
INTERIOR FACE. 

DOUBLE GLAZING WITH POWDERCOATED ALUMINIUM 
JOINERY, FINISH COLOUR TBC.

D02

D03

ALUMINIUM FRAMED POWDERCOATED DOOR WITH 
GLAZED PANELS INSET FINISH IN BLACKD04

ROOFING & RAINWATER COLLECTION

R01

R02

WW2

WW3

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH PAINT FINISH (RED OCHRE TBC). PROFILE 
TO MATCH WW1. FROM JSC TIMBER.

EVERGREEN VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH KORA WOOD OIL FINISH. COLOUR TBC. 
PROFILE TBC. FROM JSC TIMBER.

SOLID CORE ENTRY DOOR WITH TIMBER FACING TO 
MATCH  WW3 TO EXTERNAL FACE AND PAINT FINISH TO 
INTERIOR FACE. GLAZED VISION PANELS  INSET TBC.

CLAY BRICK ON CAVITY. SIZE 230x70x76. TERRACOTTA 
TONE BRICK COLOUR, TEXTURE AND GROUT TBC. 
COLOUR SELECTION TO BE BLENDED IN LAY. SOURCED 
FROM CANTERBURY CLAY BRICKS.

POWDERCOATED METAL CAP FLASHING. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR

R03

PAINTED STEEL POST. COLOUR TO MATCH R01

POWDERCOATED METAL BAULSTRADE. SIZE AND 
COLOUR TBC

STRUCTURAL STEEL & BALUSTRADE

ST1

ST2

POWDERCOATED METAL HANDRAIL. SIZE AND COLOUR 
TBC

ST3

PINE TIMBER DECKING. 150x40mm THICK H3.2 TREATED

CONCRETE RAMP - REF PLANS FOR FALLS

FLOORING AND DECKING

F01

F02

CONCRETE PAVING - REF LANDSCAPE FOR FINISHF03

EVERGREEN SARKING ON CEILING BATTEN WITH JSC 
TIMBER SCUMBLE WOOD OIL FINISH. COLOUR TBC

FIBER CEMENT SHEET, PAINT FINISHED TO MATCH R01

SOFFITS AND CEILINGS

C01

C02

METAL PLATE ROOF OVER HANG. PAINT FINISH COLOUR 
BLACK (TBC).

R04
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WALL  | BRICK 

CLAY BRICK ON CAVITY. SIZE 230x70x76. EARTH 
TONE BRICK COLOUR, TEXTURE AND GROUT TBC. 
COLOUR SELECTION TO BE BLENDED IN LAY. 
SOURCED FROM CANTERBURY CLAY BRICKS.

WB1 WB2

WEATHERBOARD 

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH KORA WOOD OIL FINISH. BLACK 
OXIDE TINT. PROFILE TBC. SOURCED FROM JSC 
TIMBER.

WW1

WEATHERBOARD 

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH PAINT FINISH (RED OCHRE TBC). 
PROFILE TO MATCH WW1. SOURCED FROM JSC 
TIMBER.

WW2

WEATHERBOARD

EVERGREEN VERTICAL SHIPLAP WEATHERBOARD 
ON CAVITY WITH KORA WOOD OIL FINISH. COLOUR 
TBC. PROFILE TBC. SOURCED FROM JSC TIMBER.

WW3

DOORS AND WINDOWS 

SOLID CORE ENTRY DOOR WITH TIMBER FACING 
TO MATCH  WW3 TO EXTERNAL FACE AND PAINT 
FINISH TO INTERIOR FACE. GLAZED VISION PANELS  
INSET TBC.

D02

DOORS AND WINDOWS 

DOUBLE GLAZING WITH POWDERCOATED 
ALUMINIUM JOINERY, FINISH COLOUR TBC.

D03

DOORS AND WINDOWS 

ALUMINIUM FRAMED POWDERCOATED DOOR WITH 
GLAZED PANELS INSET FINISH IN BLACK

D04

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL PROFILE ROOFING. 
COLOUR: COLORSTEEL GULL GREY (TBC)

R01

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL BOX GUTTER. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR (R01)

R02

ROOFING & RAINWATER COLLECTION

POWDERCOATED METAL CAP FLASHING. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR (R01)

R03

SOFFITS AND CEILINGS 

EVERGREEN SARKING ON CEILING BATTEN WITH 
KORA WOOD OIL FINISH. COLOUR TBC. SOURCED 
FROM JSC TIMBER.

C01

STRUCTURAL STEEL & BALUSTRADE

PAINTED STEEL POST. COLOUR TO MATCH R01

ST1

STRUCTURAL STEEL & BALUSTRADE 

POWDERCOATED METAL BALUSTRADE. SIZE AND 
COLOUR TBC

ST2

STRUCTURAL STEEL AND BALUSTRADE 

POWDERCOATED METAL HANDRAIL. SIZE AND 
COLOUR TBC

ST3

FLOORING AND DECKING

PINE TIMBER DECKING, 150x40 mm THICK H3.2 
TREATED 

F01

WALL  | BRICK 

CLAY BRICK ON CAVITY. SIZE 230x70x76. 
TERRACOTTA TONE BRICK COLOUR, TEXTURE AND 
GROUT TBC. COLOUR SELECTION TO BE BLENDED 
IN LAY. SOURCED FROM CANTERBURY CLAY 
BRICKS.

DOORS AND WINDOWS 

SOLID CORE ENTRY DOOR WITH TIMBER FACING 
TO MATCH  WW2 TO EXTERNAL FACE AND PAINT 
FINISH TO INTERIOR FACE. 

D01

SOFFITS AND CEILINGS 

FIBER CEMENT SHEET ON CEIILNG BATTEN, PAINT 
FINISHED TO MATCH R01

C02

FLOORING AND DECKING

CONCRETE RAMP- REF PLANS FOR FALLS 

F02

FLOORING AND DECKING

CONCRETE PAVING - REF LANDSCAPE FOR FINISH 

F03

REF LANDSCAPE FOR FINISH 

MATERIALS LEGEND

BRICK

WALLS

CLAY BRICK ON CAVITY. SIZE 230x70x76. EARTH TONE 
BRICK COLOUR, TEXTURE AND GROUT TBC. COLOUR 
SELECTION TO BE BLENDED IN LAY. SOURCED FROM 
CANTERBURY CLAY BRICKS.

POWDERCOATED METAL PROFILE ROOFING. COLOUR: 
COLORSTEEL GULL GREY (TBC)

POWDERCOATED METAL BOX GUTTER. FINISH COLOUR 
TO MATCH WITH ROOF COLOUR

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH KORA WOOD OIL FINISH. DARK COLOUR 
TBC. PROFILE TBC. FROM JSC TIMBER.

WB1

WB2

WEATHERBOARD

WW1

DOORS AND WINDOWS

D01
SOLID CORE ENTRY DOOR WITH TIMBER FACING TO 
MATCH  WW2 TO EXTERNAL FACE AND PAINT FINISH TO 
INTERIOR FACE. 

DOUBLE GLAZING WITH POWDERCOATED ALUMINIUM 
JOINERY, FINISH COLOUR TBC.

D02

D03

ALUMINIUM FRAMED POWDERCOATED DOOR WITH 
GLAZED PANELS INSET FINISH IN BLACKD04

ROOFING & RAINWATER COLLECTION

R01

R02

WW2

WW3

LUNAWOOD VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH PAINT FINISH (RED OCHRE TBC). PROFILE 
TO MATCH WW1. FROM JSC TIMBER.

EVERGREEN VERTICAL SHIPLAP WEATHERBOARD ON 
CAVITY WITH KORA WOOD OIL FINISH. COLOUR TBC. 
PROFILE TBC. FROM JSC TIMBER.

SOLID CORE ENTRY DOOR WITH TIMBER FACING TO 
MATCH  WW3 TO EXTERNAL FACE AND PAINT FINISH TO 
INTERIOR FACE. GLAZED VISION PANELS  INSET TBC.

CLAY BRICK ON CAVITY. SIZE 230x70x76. TERRACOTTA 
TONE BRICK COLOUR, TEXTURE AND GROUT TBC. 
COLOUR SELECTION TO BE BLENDED IN LAY. SOURCED 
FROM CANTERBURY CLAY BRICKS.

POWDERCOATED METAL CAP FLASHING. FINISH 
COLOUR TO MATCH WITH ROOF COLOUR

R03

PAINTED STEEL POST. COLOUR TO MATCH R01

POWDERCOATED METAL BAULSTRADE. SIZE AND 
COLOUR TBC

STRUCTURAL STEEL & BALUSTRADE

ST1

ST2

POWDERCOATED METAL HANDRAIL. SIZE AND COLOUR 
TBC

ST3

PINE TIMBER DECKING. 150x40mm THICK H3.2 TREATED

CONCRETE RAMP - REF PLANS FOR FALLS

FLOORING AND DECKING

F01

F02

CONCRETE PAVING - REF LANDSCAPE FOR FINISHF03

EVERGREEN SARKING ON CEILING BATTEN WITH JSC 
TIMBER SCUMBLE WOOD OIL FINISH. COLOUR TBC

FIBER CEMENT SHEET, PAINT FINISHED TO MATCH R01

SOFFITS AND CEILINGS

C01

C02

METAL PLATE ROOF OVER HANG. PAINT FINISH COLOUR 
BLACK (TBC).

R04
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www.kaingaora.govt.nz/temauripaiherekimangakootukutuku

Community drop-in session, 15 April 2021

Te Mauri Paihere ki Mangakootukutuku, 1-5 Collins Road
Views of the homes 
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Te Mauri Paihere ki Mangakootukutuku, 1-5 Collins Road
Community hub and open spaces
Community drop-in session, 15 April 2021

Community hub: Landscaping:
The development would have:
• A community hub for residents   
 and the wider community

• Large areas of open green space

• Shared maara kai (food gardens),  
 orchards, paa harakeke and other  
 native plantings, stream care

• On site rubbish and recycling   
 collection points

• 53 onsite carparks 

• Access via Collins Road only

• An area set aside for a future   
 koohanga reo
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Te Mauri Paihere ki Mangakootukutuku, 1-5 Collins Road
The vision and people
Community drop-in session, 15 April 2021
Vision for the proposed development
• The land has been generously provided by Kiingi Tuheitia to provide accommodation for and support the holistic  
 wellbeing of people who have a need
• This follows a visit Kiingi Tuheitia made to Auckland Women’s Corrections Facility
• The King’s vision for the development is based on four kaupapa:

 – Accommodation for whaanau 
 – Transitional accommodation and reintegration support for waahine who have recently left a corrections    

 facility, and their whaanau
 – A community hub that will enhance the lives of residents and the wider community
 – Ecological restoration of the whenua and awa.

Who would live in the homes
• Small and larger whaanau, couples, and people on their own 
• 31 of the homes would be matched to individuals and families on the Housing Register
• 16 homes would house waahine who will have recently left a corrections facility, and their whaanau 
• Kaumaatua, providing cultural and social support
• Most people are expected to have iwi or whaanau ties to the region
• People will be carefully placed to ensure the right fit for this supportive and connected community
Support services
• Tenancy management by Kāinga Ora
• Settling people into their new home and community
• Regular visits from tenancy managers
• Cultural and social support from kaumaatua
• A service provider will provide onsite navigational support services for the waahine who will have recently  
 left a corrections facility to:

 – connect them with agencies and services like Work and Income, Whānau Ora, 
 – access employment and training opportunities
 – develop life skills, like budgeting and parenting skills or getting a driver licence


